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ECN# AND DESCRIPTION   A
DEBURR HOLES AND BREAK SHARP EDGES .005-0.15. THIS DRAWING AND

THE INFORMATION IT CONTAINS HAVE BEEN FURNISHED FOR USE BY YOUR 

ORGANIZATION ONLY AND FOR PURPOSES CONSISTENT WITH THE TRANS-

ACTION BETWEEN YOUR ORGANIZATION AND WREN ASSOCIATES, LTD. NO 

COPIES OF OUR DATA FROM THIS DRAWING SHALL BE FURNISHED TO ANY 

THIRD PARTY WITHOUT THE WRITTEN AGREEMENT OF WREN ASSOCIATES,LTD.
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SIZE:

P01

P02

CRC 3-14-16A ECN# 16012, INITAL RELEASE OF PART

POWDER COAT SPEC'S CLARIFIEDB CRC 3-31-16

C MATERIAL THICKNESS FROM .125 TO .188CRC 3-31-16

C

CRC 8-15-16 ECN# 16053, HOLE LOCATION ADJUSTMENTD

D

D

D
D

E 12-8-16CRC ECN# 11082, ADDED P03

P03E

FAS 12.11.19 ECN 19044 ADDED PART P04F

P04F

POWDER COAT: PACK BLACK

NOTES:
1.   MATERIAL: .188 THICK 3003-H14 ALUM.
2.   THREADS TO BE PAINT FREE.

POWDER COAT: RAL 7047

POWDER COAT: POLY-CHEM POLYESTER
                             PRO CEMENT GRAY (GY-1416)

POWDER COAT: RAL9016 (TRAFFIC WHITE)


