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DEBURR HOLES AND BREAK SHARP EDGES .005-0.15. THIS DRAWING AND

THE INFORMATION IT CONTAINS HAVE BEEN FURNISHED FOR USE BY YOUR 

ORGANIZATION ONLY AND FOR PURPOSES CONSISTENT WITH THE TRANS-

ACTION BETWEEN YOUR ORGANIZATION AND WREN ASSOCIATES, LTD. NO 

COPIES OF OUR DATA FROM THIS DRAWING SHALL BE FURNISHED TO ANY 

THIRD PARTY WITHOUT THE WRITTEN AGREEMENT OF WREN ASSOCIATES,LTD.
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ECN# AND DESCRIPTION   

SIZE:
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SHEET

DATE:

DATE

F

P01

FAS ECN 15016 INITIAL RELEASE OF PART(SK1920)5.01.15A

FAS 9.16.15 REVISED NOTE TO 8-32 UNC-2BB

E

UPDATED PAINT SPECIFICATIONS9.23.15FASC

FAS CHANGED WALL THICKNESS TO .118D 6.14.18

D

E UPDATED THREAD CALL OUT AND DUAL DIM.FAS 7.19.18

F

E

E

P02

ADDED P02 POWDER COAT RAL9010FAS 5.20.21F

NOTES: UNLESS OTHERWISE SPECIFIED

1. PART TO BE FREE OF ALL SCRATCHES, BURRS,
    SHARP EDGES MACHINING MARKS,
    AND CASTING IRREGULARITIES.
2. MATERIAL: ALUMIN. ALLOY 380
3. NOMINAL WALL THICKNESS 0.118"
4. PART MASS: .64Kg, 1.40Lb.
5. POWDER COAT, 
    COLOR: RAL 7047

1. POWDER COAT: COLOR RAL9016
                                   (K5 CLASSIC)


