Available function list for each compatible device
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Camera Recorder p— Network | Network
SmartHD Series EXTREME Series Vseries | NUSeries | NXSeries NV Series ND Series | _HD Series Microphone | _ Switch
Classification Function WV-SCH WV-VPr | WV-SFN® S WV-SFNABO | WV-S1® | WVXI® | WV-Sa* | WV-S7® | WV-UGR | WV-ULF | Wvs3t | wvese* | wv-vir W WI-NV300 | WI-NV200 | WI-ND40O | WI-HD616 | WI-GXES00 | W: WV-SMR10 | MNO
Model WV-SF* WV-VT® | WV-SFR®  WV-SBV® | WV-SFV4BL | Wv-s2* | wvxar | wvexar wyv-uze | owv-ser | wxse | wvevae W-HD716 Series
WV-SP*  WV-NPS5O02 | WV-SFVE  WV-SPV wv-uze | wyexer Wy-ve*
Detail of Function WV-ST*  WV-NWS02S | WV-SPN*  WV-SUD* wy-us* WI-NUI01 | WI-NX400
WY-SW: WI-NX3
WI-NX200
W-NX100
"Automatic detection within the same network - > > > > > > > > > > > > . > > " " > > > >
Device detection by specifying IP address range . v . . . . . . . . . . . . . . . . . . . .
(for multple segments)
Common Add devices manually Device addition by selecting model number. v v v v v v v v v v v - v v v v v - v v - -
Get/ Display Device Settings - v v v v v v v v v v v - - - - - - v v B B
‘Access the device via Web Browser - v v v v v v v v v v v v v v v v v v v v v
- 2 % v ) v v v v v v - - - - - v v
Assign available 1P addresses automatically v v v v v v v v v v v v v v - - - - v v v v
Change 1P address ‘Assign 1P addresses indvidually v 2 v v v v v v v v v v v v - - - - v v v v
Assign 1P address by specifying devices v 2 v v v v v v v v v v - - - - - - - - - -
Administrator Registration v 2 v v v v v v v v v v v v v v v - v v v B
v v v v v v v v v v v v
Basic v - - R R R R - R R
1,04 *4 s “ #3023 *a *a * * 2 L) CECRLEYS BEIRLEPY
Image v v v v v 24 v v v v v v - - - - - - - - B B
onfigure Cameras Audio - - v v v v v v v v - - - - - - - - B B B
(Camera Batch Settings) | Alarm v v v v v v v v v v v - - - - - - - v v - -
User management v 2 v v v v v v v v v - - - - - - - v v B B
Netwark F : v v v v v v v v v . . . . . R R v v R R
9 9 9 g g
Create and/or Edt the Recorder Configuration
- - - - - - - - - - - - v v v - v v - - - -
o File (.bin)
Convert the Recorder Configuration File (.bin) to . _ _ _ _ N N N N N N N N N N N
setting Text File (.csv) v v v v v
Basic - - - vl vl v vz v v V21 v - - - - - - - - - - -
Image - B - a1 VL v vz v v Va1 v - - - - - - - - - - -
Audio - B - v vl v vz v v V21 v - - - - - - - - - - -
Aarm - B - v vl v V7 v v V21 v - - - - - - - - - - -
amera Advance ings Standard
Camera Advanced Sttng: Norification - - - v v v vz [ v v a1 a1 - - - - - - - - - - -
(Camera I ) - B B B = B B B = B
10411 26 User management - v vl 2 vz v v V21 v - - - - - - - - - - -
Network - B - v VoL v vz v v Vol v - - - - - - - - B B B
Schedule - - - v v v v 7 v v Va1 v - - - - - - - - B B B
e Operation Schedule - B - V10 VoL v V7 - - Vot vl - - - B B B B B s s s
Application - - - V10 vl VL vy - - V21 v - - - - - - - - - - -
Senda CGI Ust - v 2 v v v v v v v v v v v v v v v v v v v B
Configure IEEE 802.1X - - - - v v v v v v v v - B
Ext. Software Management | -PRO Application - B - V10 VoL vz V17 - - v1a V16 - - - - - - - - - - -
"3 Partner Application *19 - - - V10 VoL V2 V17 - V18 Ve V16 B B B B B B B B B B B
Status of Cameras Retrieves / displays of camera operating status - v v v v v v v v v v . . B B B B . . . . .
Download Configuration Files (Backup) v v v v v v v v v v v - v v v v v v v 2 2 B
Download Files Download Device Log Files v v % v v v v v v v v - v v v v v v v v v v
Tmage View | Device List v v v v v v v v v v v v v v 2 2 2 2 2 2 2 2
Reporting _| settinas and Image View v v v v PR v v v v v v v - - - - - - - - - 5
Maintenance Upload Files Upload Configuration Files (Restor v v v v 2 v v v v v v - v v v v v v v v v -
Batch update with specified user folder. v 2 v v v v v v v v v - V25 V25 v v v v v v v -
Update Firmware update by automatically acquiring the
" Batch update by automatically acquiring th v v v v v v v v v v v - v 25 v 25 - - - - v v v -
latest firmware *8
Camera Reset / Restart B v v v v v v v v v v v - - - - - - - v v B B

‘The following models are not supported. For these models, please use PSSCT (Panasonic Security System Confiquration Tool) V7.x.

Camera : WV-NF28* WV-NF302.

WV-NP24* WV-NP304. WV-NP1

Recorder : WJ-HD350,W)-HD309, WJ-HD316A, W-HD150,W)-HD180

111 Camera e positon” setting s ot supprte.

#2: "Lanquage” , "Start Date/time" ,

"End Date/time" settings are not supported.

13- Ui down’ seting s ot supported.

*4: "Image rotati

*5: "Max Bit rate” , "Smart Coding Mode” settin is not supported,

*6: "Adative black stretch , "AGC" ,

"DNR settinas are not supported.

*7: For the audio settings, "Unicast Port2(Audio)” setting is not supported.
*8: PC must be able to connect to the Inter

+9: "Q0S" setting is not supported.

#10: You can launch the "Camera Advanced Settinas® functuion by thumbnail menu. This function supports the following models (Firmware version 1.11 or ater required).

WV-S1136, WV-S1536L. WV-S1536LTN. WV-S2136L. WV-S2236L. WV-52536L. WV-S2536LT and WV-52136

Ifthe firmware version of th

mera is 1.4 or hiaher, please use version 2.3 or hiaher of this software.
“Audio input encoding format” and "Audio volume control mode” are not supported.

WV-S15500. WV-515700. WV-522500. WV-522700. WV-S25500 and WV-25700. WV-S15600. WV-522600. WV-525500

Fimare vrsan .01 o Naher

required.

mat" and "Audio

115 Yo o vt e Aances Seninae uncilon o humbalh . i Aincton suports thefollowing model (Fiwar vrsin 150 o te recuied, Some video and a.cio setingsreirecamera frmwre verson 160 o higher.

tera is 1.6 or hiher, please use version 2.3 or hi
“Audio input encoding format” and "Audio volume control mode” are not supported.

SWV-XISSTLN, WV-X1S71LN, WV-X2251L, WV-X2271L, WV-X2551LN, WV-X2571LN

Ifthe firmware version of th

iaher of this softws

00 WV-NS202A, WV-NS9*  WI-NT304, W)-NT314,W)-NW484 BB-HCM BB-HCE* BLC*

.+ WV-X22700-V2L,

12:c ds to the

WV-X15600-V2L,

farts i

WV-X15300-V3L,

the thumbnail menu on

the following
WV-54176, WV-S4576L(M), WV-54156, WV-S4556L(M), WV-571300-F3
*13: After “Application uudam“ ‘completion, please re-confirm the settin value / schedule settinas and check the operation of application.

*14: Please refer the followi
global/en/surve

jance/training. t/technical-information

[co103

415 Yo can nh the “Camrs Advanced Seina” ot b humonail meny. s functon supprts he fllwing el
- WV-U1300-2Y, WN-U61301-Z1, WV-UBS300-2Y, WV-UGS301-Z1, WV-US5302-22, WV-S65501-21, WY-S61501-21

*16: You can launch the "Camera Ad

- WV-S8543(L), WV-58544(L), WV-S8563L, WV-58564L,

- WV-S71300-F3

WV-X15500-V3L,

. WV-SBS702-F3L,
17" Yau o nnch e -Camrs Advanced Skinas oo b himonal mens. T o sopparts e following madele.

*18: You can launch the "Camera Advanced Settings" functuion by thumbnail men. This function supports the following models.

WV-UL130A, WV-UL132A, WV-UL142A, WV-U1532LA,

WSO 2L WAISLAOL L
#19: "App. Update" is not st

WV-U35301-F2L, WV-U35401-F2L

portet
£20: You éan aunh th "Camera Advanced Settinas" function by thumbnall menu. Thisncton supberts th olowing models.
WV-54156, WV-S4176, WV-S4556L(M), WV-S4576L(M:

*21: You can launch the "Camera Advanced Settings® functuion by thumbnail men. This function supports the following models. *Upside-down” and/or “Image rotation” setting is not supported.
WIV-S61. 0;

302-24, WV-S61301-22

WV-566700-Z3L, WV-X66300-23,
WV-532402-F2L, WV-535402-F2L,

. WY-S61702-23,

WV-X66300-Z3L,
WV-X35402-F2L

WV-X66600-23,

#2: JEPG il imacescamno b acared with the ol modsl when the s mode 50160

WV-X15600-V;

WV-X15700-V2L,

WV-X86700-23, WV-X66700-Z3L

23, the followin model when the s Rotatn  chanced e e en 90°/270 0 S0°/270- e comers vl et
vy WV-X15700-V2L,

WV-X15300-
#24: For the following model, when t
WV-X15300-V3L,

WV-X15600-V:
he Image Capture Mode is c

e rom a mode ather han 50/601s 1o 01607, 1 comerawil resrt

#26: In 50/60fps mode, H.264 stream (1) video may shown black on some cameras. You can check the video stream by temporarily switching the stream settings to H.265.

WV-X15600-V2L,

WV-X15700-V2L,
#25: If you update the firmware of the recorder and the camera connected to the "PC port” on the back of the recorder at the same time, the camera firmware update may fai
In this case, update the recorder and camera firmware separately.

WV-U1542LA, WV-U2130LA, WV-U2132LA, WV-U2140LA, WV-U2142LA,WV-U2530LA, WV-U2532LA, WV-U2540LA, WV-U2542LA, WV-USS402-V2L, WV-UL1300-V2, WV-U21300-V2L




