
CORRIGENDA

Operating Instructions contain misdescription. Refer to the following table and confirm the descriptions that are corrected.

Incorrect Correct
• Default:

S857xL
– Stream(1): 3840 × 2160
– Stream(2): 640 × 360

S856xL
– Stream(1): 3328 × 1872
– Stream(2): 640 × 360

S854xL  S854x
– Stream(1): 2688 × 1520
– Stream(2): 640 × 360

• Default:
– Stream(1): 1920 × 1080
– Stream(2): 640 × 360

■ 2.3 Configure the settings relating to images[Stream] - Stream - [Image capture size]

Incorrect Correct
• Default:

S857xL
– Stream(1): 1920 × 1080
– Stream(2): 640 × 360

S856xL
– Stream(1): 3328 × 1872
– Stream(2): 640 × 360

S854xL  S854x
– Stream(1): 1920 × 1080
– Stream(2): 640 × 360

• Default:
– Stream(1): 1920 × 1080
– Stream(2): 640 × 360

■ 3.6.3 Configure the settings relating to Stream [Image] - Stream(1)/Stream(2) - [Image capture size]



Incorrect Correct
• In the following cases, a scene change may not be detected.

– When only a part of the screen is covered or it is covered 
by something transparent

– When subjects in the screen before and after the camera 
direction is changed are similar

– When the privacy zone is being set

• In the following cases, scene change may not be detected 
or may be detected incorrectly.
– When only a part of the screen is covered or it is covered 

by something transparent
– When subjects in the screen before and after the camera 

direction is changed are similar
– When the privacy zone is being set

• When the value set for [Detection time] of the SCD function is 
shorter that the value set for [Dwell time] of [Day & Night(IR)], 
there is a possibility that an SCD alarm occurs when 
switching between the color mode and black white mode. 
It can be improved by changing the value set for [Detection 
time] of the SCD function to a value longer than the value set 
for [Dwell time] of [Day & Night(IR)].

• Set [Detection time] of [SCD area] to be shorter than [Dwell 
time] of [Day & Night(IR)]. If the brightness suddenly changes, 
such as when switching lights, an alarm will be detected due 
to performance reasons.

■ 3.7.7 Configure the SCD settings [SCD area]
IMPORTANT



正誤表

取扱説明書　操作・設定編に記載の誤りがありました。以下に内容を記載します。

誤 正
初期設定：

S857xL
– ストリーム (1)：3840 × 2160
– ストリーム (2)：640 × 360

S854xL
– ストリーム (1)：2688 × 1520
– ストリーム (2)：640 × 360

初期設定：
– ストリーム (1)：1920 × 1080
– ストリーム (2)：640 × 360

■ 2.3 画像に関する設定を行う［ストリーム］－ストリーム－［解像度］



誤 正
•	 次の場合、妨害検知が検出されない場合があります。

– 画面の一部しか覆い隠されていない場合や、覆いが透け
ている場合

– カメラの向きを変えられる前と後との被写体が似てい
る場合

– プライバシーゾーンが設定されている場合

•	 以下の場合、妨害検知が検出されない、または誤検出さ
れる場合があります。
– 画面の一部しか覆い隠されていない場合や、覆いが透け

ている場合
– カメラの向きを変えられる前と後との被写体が似てい

る場合
– プライバシーゾーンが設定されている場合

•	 妨害検知機能の［検出時間］の設定が、「白黒切替」の［切
換時間］の設定より短い場合、カラー画像と白黒画像が
切り換わるときに、妨害検知アラームが発生することが
あります。妨害検知機能の［検出時間］の設定を「白黒
切替」の［切換時間］より長くすることで改善すること
ができます。

•	 妨害検知機能の［検知時間］の設定を、白黒切替の［切
換時間］より短くしてください。照明切替など明るさが
急に変化した場合は、性能上アラーム検出します。

■ 3.7.7 妨害検知の設定を行う ［妨害検知エリア］
重要
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