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Introduction

The SD Backup Trigger project is an ADAM extension/application developed
for the i-PRO camera model WV-X15700-V2L, using iPRO_CAMERA_SDK_V3_00.
This extension runs directly on the camera, is packaged according to i-PRO’s

ADAM application standard, and uses the program name sdBackupTrigger.

The purpose of the project is to provide a backup recording mechanism to the
SD card on the camera when the central recording system experiences connection
issues. In a typical deployment model, the camera streams video data to servers
running a VMS for centralized recording, management, and monitoring. However,
when the connection between the camera and the VMS server is interrupted due
to a network issue, server failure, transmission problem, or system incident, video

data may not be fully recorded by the central system.

SD Backup Trigger is designed to reduce this risk by allowing the camera to
actively monitor the connection status of configured VMS servers. When one or
more enabled VMS server targets cannot be reached, the extension considers this
a sign that the central recording system is no longer stable and automatically

triggers recording to the SD card on the camera.

When the connection to all enabled VMS server targets becomes stable again,
the extension automatically stops recording to the SD card. As a result, the camera
can record locally during connection failures and stop backup recording once the

central system has returned to normal operation.

This project does not replace the VMS or the primary recording system. The
role of SD Backup Trigger is to provide an additional backup layer running directly
on the camera, allowing the camera to proactively store video data locally in
situations where the connection to the VMS server is lost. This mechanism
improves the stability of the surveillance system, especially in environments that

require continuous recording and aim to minimize the risk of video data loss.
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1. Install extension

Step 1: Open a web browser and enter the camera IP address to access the
camera login page.

¥ @ 192168.10054/ve/index2 bt X+ - a X

€ C O 192.168.100.54/livefindex2 html?Language=0 r 0

Signin

hittp://192.168.100.54

Your connection to this site is not private

Step 2: Go to Settings to configure the extension installation.

Network Camera B TR .
#-PRO yyx15700.v2L  WVXISTOOV2L -/ H.264, 1280x720, 12 fps O m&@E-@ [l i E J

Ext.software Network Maintenance Camera detailed setting  Screen setting
Calor Operation panel layout
» ‘ 2 ‘ | Ly | ‘ & ‘ Light ~ Bottom v
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Step 3: In the menu, select Ext. Software.

Network Camera

WV-51536LA WV-51536LA
Live Setup Software mng. Operation sched. Control log
Software mng. MPRID 5A00-0106-C515-1663
Operation sched. \
Re ing ROM 85400 kb
Control log — ytes
ALVMD Remaining RAM 52400 kbytes
SDK version 3.00
-Easy Setup Firmware version 3.60
Internet
RAM capacity expansion mode Oon

Event action

+Basic

+Image/Audio + When “On" is set for the RAM capacity expansion mode, the function to record on the SD memory card will become unavailable.

+Multi-sereen + When *On” is set for the RAM capacity expansion mode, “Off” is unavailable when the remaining RAM capacity is less than 51200 kbytes.
+ Refer to the following URL for extension software required to set “On” for the RAM capacity expansion mode.
+Alarm For use in Japan
U i https://i-pro.com/products_and il tner: ation-platform-list
9- For use in a country other than Japan
+Network https://i-pro.com/products and i urveillance/soluti i-platform/application-list
+Schedule
+Maintenance QU [ unnsear |
+Support Software version 4.20
Status Operable

[ Choose File | No file chosen

® Tnstall new Fxt snffware

Step 4: Choose the extension installation file.

RAM capacity expansion mode on ® off
Live Setup
-Ext. software «When "On" is set for the RAM capacity expansion mode, the function to record on the SD memory card will become unavailable,

«When “On” is set for the RAM capacity expansion mode, “Off* is unavailable when the remaining RAM capacity is less than 51200 kbytes.
« Refer to the following URL for extension software required to set “On” for the RAM capacity expansion mode.
For use inJapan

Operation sched. . .
perati https://i-pro.com/products and solutions/ja/surveillance/partners/application-platform-list

Control log For use In a country other than Japan

ALVMD hitps://i-pro.com/products and solutions/en/surveillance/selutions/edge-ai-platform/application-list
Easy Setup Software version 4.20

Internet

Status Operable

Event action
+Basic
+Image/Audio Choose File | No file chosen |
+Multi-screen \
+Alarm ® Install new Ext. software

Execute
+User mng.
ALVMD... Upgrade

+Network
+Schedule
+Maintenance Use the latest edition of the extension software.
+Support

Please wait and do not operate the browser during install.

Al Processor Activation Key

Reglster the Registration Key Registered
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Netw

k Cami
WV-S1536LA WV-51536LA
RAM capacity expansion mode on ® off
Live Setup
& open x
« T This PC > Datas (D) > PhiNV * Extand
-Ext. software
vare mng e - m @
Operation sched. 3 Documents ~
Control log I Fictures cameralic
ALVMD Bo_Cai Du_An 175 saBackupTriggerext
Extand
Image
-Easy Setup VMSAp
Internet = This PC
Event action ¥ 3D Objects
B Desitop
+Basic :| Documents
+Image/Audio # Downloads
+Multi-screen b Music
+Alarm & Pictures
+User mng. B videos
+Network 4. Local Disk (C)
+Schedule e Dtac (03 ©
+Maintenance
File name: All Files (%) v
+Suppart

Al Processor Activation Key

Register the Registration Key Registered

Step 5: Click Execute to upload the extension to the camera.

Network C

Wt WV-51536
RAM capacity expansion mode on ® off
Live Setup
-Ext. software * When “On” is set for the RAM capacity expansion mode, the function to record on the SD memory card will become unavailable.

+When “On” is set for the RAM capacity expansion mode, “Off" is unavailable when the remaining RAM capacity is less than 51200 kbytes.

f * Refer to the following URL for extension software required to set “On” for the RAM capacity expansion mode.
For use in Japan
Operation sched. Jap

hitps:/ < 1s.and veillance/partners/applic latf |
Control log For use in a country other than Japan
hitps: ¢ ducts and sol ! |
Al-VMD
Al-VMD Uninstall
Easy Setup Software version 420
Internet
Status Operable
Event action
+Basic
+Image/Audio C dBackupTriggerext

+Multi-screen

+Alarm ® Install new Ext, software

ek ALVMD...Upgrade

+Network

+Schedule

+Maintenance Use the latest edition of the extension software
+Support

Please wait and do not operate the browser during install

Al Processor Activation Key

Register the Registration Key Registered
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Step 6: Click Agree to confirm the installation.

Live Setup Terms and Conditions agreements :

Please review the terms and conditions before installing the Additional Application.

-Ext. software
ftwar . Use scroll-bars to see the rest of the agreement.
Operation sched. Terms and Corditions on Instal lation of Third Party Aoolication
Control log nstal| g third party's wo\-utwm [ r‘ rd Pvﬂlv Lwlwcalvr. Jon your i -FRO

IrodJ o (P rackct D) md voulere
ALVMD fou asres on the fol louing tem
Beelication or coneletion o
TAI T righte inchudire intel o v rights apd omership of or relating to Third
plicat i o belrr-? to the proprietor of such Third Party Aplication and are
e

all Third P ol icaticn,
£ON COMMEN t »a'\t of use of Third Party

o) red or connecting with Pre
EVANT JLRISDICTICH,

Easy Setup

THE EXTENT Al E LAS
§=PR_DOES NOT REPRESENT AND | AAHL\MREEN

Internet PERFORMENCE O i.:‘.qu F P:L 10 [
Event action P;Ew A-RTI ATICN; 10N OR: GUAL ITY OF THIRD

AT D L1 1) NN TNERTREEMENT o TELLCTLA
FROPERTY RIGHT OF ANV THIRD PARTY.
To the extent accepted by the laus of relevant Jurisdicticn, i-PR0 gjves ro
+Basic indemnif ication for any direct or indirect damases caused by or relatins to use or
jrstal fat fon of Third Barty dpolfcal ic
to erms and condit or. your uss of Third Party dool icat jon nay be
ws and conditions or |imitations provided by the proorieto

+Image/Audio

+Multi-screen I Party Apol Icat lan
+Alarm
+User mng.
+Network
+Schedule
+Maintenance
+Support
If you accept the terms and conditions of the agreement, click "Agree” to continue. You MUST accept the agreement to install the Third Party Application

Step 7: Wait until the extension upload and installation process is complete.

Live Setup

-Ext. software
Operation sched.
Control log
Al-VMD

Easy Setup Currently installin
Internet
e _

+Basic
+image/Audio
+Multl-screen
+Alarm

+User mng.
+Network
+Schedule
+Maintenance

+Support
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2. Activate license

Step 1: Click SD Backup Trigger.

When “On" is set for the RAM capacity expansion mox is unavailable when the remaining RAM capacity is less than 51200 kbytes.

,"Off" s
Live Setup ~ Refer to the following URL for extension software required to set “On” for the RAM capacity expansion mode.
For use In Japan
hitps:/fi-pro, and_soluti latfy il
For use in a country ather than Japan
-Ext. software hitps: and soluti i ication-ist
Sof ar il
SD Backup Trigger Uninstall
Operation sched. (AU
Control log Software version V0.2/SDK3.00

Status Operable
AlVMD ‘\

+Easy Setup

ALVMD Uninstall
+Basic
+Image/Audio Software version 420
+Multi-screen Status Opereble

+Alarm

+User mng Setup menu
+Network

+Schedule Choose File | No file chasen

+Maintenance
Install new Ext. software

® 5D Backup Trigger...Upgrade

AL-VMD...Upgrade

Use the latest edition of the extension software.

Please wait and do not operate the browser during install.

Al Processor Activation Key

Step 2: Click Export Camera Info to download the camera information file.

SD Backup Trigger

Import a licence to enable SD Backup Trigger

Check Interval (s) 4
Camera User

Camera Pass

Target 1 Target 2 Target 3

P 192 1681100 » 192.168.1.101 » 192.168.1.102

Port 80 Port 80 Port 8
DISABLED DISABLED DISABLED
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Step 3: Send the exported camera information file to LightJSC to request a
license.

5D Backup Trigger oo

Import a licence to enable SD Backup Trigger
Check Interval I (s) 4 /
ser y

Ca P
Target 1 Target 2 Target 3
13 102,168 1.100 » 102.168.1.101 P 102 168.1.102
Port 80 Port 80 Part a0
DISABLED DISABLED DISABLED

Step 4: After receiving the license file, click Import License to activate the
extension.

SD Backup Trigger

Import a licence to enable SD Backup Trigger

@ Open

This PC » Datas (D) * PhiNV * Extand

A cameralic

Bo_Cai Du_An_175 SABackupTIQDEr.ext
Extand
Image
VMSApi
® This PC
W 3D Objects
B Desktop
5 Documents
# Downloads
& Music
& Pictures
B videas
4. Local Disk (C)
~- Datas (D)

Al Files ()

File name:

Light Technology Solutions Joint Stock Company
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192.168.100.54 says

Import Licence OK

Step 5: Enter the VMS server IP address, Port and click Set to complete the
configuration.

SD Backup Trigger e e 12 s 7

Connection Stable

Check Interval (s) 4
Camera User saved
Camera Pass savod

Target 1 Q Target 2 Target 3
[ 192 168 100.10 [ 192168 1.101 » 192 168.1.102
/ Port 80 Port 80 Port 80
ONLINE DISABLED DISABLED
ble

S
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